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Hose Connectors
For connecting, branching,
merging, repairing etc. – the
areas of application for hose
connectors are manifold.

That is why Bürkle offers a
wide range of hose connectors
in different shapes, sizes and
materials to ensure a secure
connection even for the most
demanding applications.

Polypropylene (PP) – for 
Standard applications
• Temperature resistant

up to +135 °C max.
• Good chemical resistance

PVDF - for demanding
applications
• Temperature resistant

up to +160 °C max.
• Excellent chemical

resistance

Suitable for foodstuffs

Autoclavable

Angled connectorsMa-
terial

For 
dia. 
mm

Piece 
per 
VE

Cat. No.

PP 3-5 10 6.052 564
PP 5-7 10 6.052 566
PP 7-9 10 6.052 565
PP 9-11 10 6.052 194
PP 11-13 10 6.052 567
PP 13-15 10 6.052 568
PVDF 3-5 10 6.227 011
PVDF 5-7 10 6.203 362
PVDF 7-9 10 6.301 806
PVDF 9-11 10 6.301 807
PVDF 11-13 10 4.687 797
PVDF 13-15 10 4.687 791

Ma-
terial

For
dia. 
mm

Piece 
per 
VE

Cat. No.

PP 3-5 10 6.052 581
PP 5-7 10 6.052 582
PP 7-9 10 6.052 583
PP 9-11 10 6.052 584
PP 11-13 10 6.052 585
PP 13-15 10 6.052 586
PVDF 3-5 10 6.230 436
PVDF 5-7 10 6.203 363
PVDF 7-9 10 6.231 340
PVDF 9-11 10 6.053 710
PVDF 11-13 10 6.053 711
PVDF 13-15 10 4.687 792

Hose tubing connectors, 
straight, cylindrical
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Hose Connectors

Collection | 68 hose connectors

Collection consisting of 68 connectors (PP) in different sizes
(2 pieces each):

• Straight hose connector
• T-hose connector
• Y-hose connector
• Four-way-connector
• Angled hose connector
• Universal hose connector
• Reducing hose connector

Description Cat. No.
Collection of 68 hose connectors 6.078 603

Y-connectors T-connectors

Four-way-connectors Universal hose tubing 
connectors

Ma-
terial

For
dia.
mm

Piece 
per 
VE

Cat. No.

PP 4-17 10 6.079 152
PVDF 4-17 10 7.621 557

Ma-
terial

For
dia. 
mm

Piece 
per 
VE

Cat. No.

PP 3-5 10 6.085 709
PP 5-7 10 6.052 575
PP 6-8 10 6.052 576
PP 7-9 10 6.052 577
PP 9-11 10 6.052 578
PP 11-13 10 6.052 579
PP 13-15 10 6.052 580
PVDF 3-5 10 6.230 434
PVDF 5-7 10 6.071 786
PVDF 7-9 10 6.253 134
PVDF 9-11 10 6.230 435
PVDF 11-13 10 4.687 789
PVDF 13-15 10 6.232 747

Ma-
terial

For
dia.
mm

Piece 
per 
VE

Cat. No.

PP 3-5 10 6.085 708
PP 5-7 10 6.052 570
PP 7-9 10 6.052 571
PP 9-11 10 6.052 193
PP 11-13 10 6.052 572
PP 13-15 10 6.052 573
PVDF 3-5 10 6.229 224
PVDF 5-7 10 6.230 431
PVDF 7-9 10 6.251 415
PVDF 9-11 10 6.230 432
PVDF 11-13 10 4.687 790
PVDF 13-15 10 4.687 791

Ma-
terial

For
dia.
mm

Piece 
per 
VE

Cat. No.

PP 3-5 10 6.085 710
PP 5-7 10 6.204 150
PP 7-9 10 6.052 195
PP 9-11 10 6.056 505
PP 11-13 10 6.227 527
PP 13-15 10 6.227 528
PVDF 3-5 10 6.490 926
PVDF 5-7 10 6.490 927
PVDF 7-9 10 4.687 793
PVDF 9-11 10 4.687 794
PVDF 11-13 10 4.687 795
PVDF 13-15 10 4.687 796


