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LLG-Pipette Tips Economy 2.0

4.668 775 LLG-Pipette Tips Economy 10-0.1 ,2.0 µl, non-sterile, clear, PU=1000

4.668 776 LLG-Pipette Tips Economy 10-0.1  ,2.0 µl, non-sterile, clear, PU=960

4.668 778 LLG-Pipette Tips Economy 200-1 ,2.0 µl, non-sterile, clear, PU=960 

4.668 777 LLG-Pipette Tips Economy 200-1 ,2.0 µl, non-sterile, yellow, PU=1000 

4.668 779 LLG-Pipette Tips Economy 200-1 ,2.0 µl, non-sterile, yellow, PU=960 

4.668 780 LLG-Pipette Tips Economy 1000-100 ,2.0 µl, non-sterile, clear, PU=1000 

4.668 782 LLG-Pipette Tips Economy 1000-100 ,2.0 µl, non-sterile, clear, PU=768

4.668 781 LLG-Pipette Tips Economy 1000-100 ,2.0 µl, non-sterile, blue, PU=1000

4.668 783 LLG-Pipette Tips Economy 1000-100 ,2.0 µl, non-sterile, blue, PU= 768

LLG-Filter Tips Typ Low Retention Filter Tips

4.668 784 LLG-Filter Tips 10-0.1 µl Typ Low Retention 2.0, sterile, clear, PU=960

4.668 785 LLG-Filter Tips 10-0.1 µl XL Typ Low Retention 2.0, sterile, clear, PU= 960

4.668 786 LLG-Filter Tips 20-1 µl Typ Low Retention 2.0, sterile, clear, PU=960

4.668 787 LLG-Filter Tips 100-1 µl Typ Low Retention 2.0, sterile, clear, PU=960

4.668 788 LLG-Filter Tips 200-1 µl Typ Low Retention 2.0, sterile, clear, PU=960

4.668 789 LLG-Filter Tips 1000-100 µl Typ Low Retention 2.0, sterile, clear, PU=768
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